








• �Stainless steel
• �Ergonomic knobs
• �Single-handed ignition
• �1 auxiliary burner, 1 large burner, 2 

standard burners 
left front: Ø 7.5 cm, 1.9 kW,  
right front: Ø 5.1 cm, 1 kW,  
left behind: Ø 7.5 cm, 1.9 kW,  
right behind: Ø 10.1 cm, 3 kW

• �Can be used with LPG gas by using 
optional replacement jets

• �Flame failure device fitted

Dimensions (W×H×D):  
58 × 10.7 × 51 cm
Niche dimensions (WxHxD):  
56 × 4.7 × 49 cm

EAN code: 3838942551871

G 6N4 AX	 	
Gas hob

• �Stainless steel
• �Ergonomic knobs
• �Single-handed ignition
• �Cast iron pan supports
• �4 burners: 2 standard burners, 1 

auxiliary burner, 1 triple burner 
left front: Ø 7.5 cm, 1.9 kW,  
right front: Ø 5.1 cm, 1 kW,  
left behind: Ø 7.5 cm, 1.9 kW,  
right behind: Ø 13.2 cm, 3.5 kW

• �Can be used with LPG gas by using 
optional replacement jets

• �Flame failure device fitted

Dimensions (W×H×D):  
58 × 10.7 × 51 cm
Niche dimensions (WxHxD):  
56 × 4.7 × 49 cm

EAN code: 3838942551864

G 6N50 AX 	 	
Gas hob

FLAME 
FAILURE

FLAME 
FAILURE

• �Stainless steel
• �Ergonomic knobs
• �Single-handed ignition
• �Cast iron pan supports
• �1 auxiliary burner, 2 semi rapid burner, 

1 rapid burner, 1 wok triple burner 
left front: Ø 4.5 cm, 1 kW,  
right front: Ø 6.5 cm, 1.4 kW,  
left behind: Ø 6.5 cm, 1.75 kW,  
right behind: Ø 9 cm, 2.8 kW,  
center: Ø 13.1 cm, 3.1 kW

• �Can be used with LPG gas by using 
optional replacement jets

• �Flame failure device fitted

Dimensions (W×H×D): 68 × 4 × 50 cm
Niche dimensions (WxHxD):  
55.3 × 4 × 47.3 cm

EAN code: 3838942523908

G 760 AX1	 	
Gas hob

FLAME 
FAILURE

Cooking
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• �White
• �Ergonomic knobs
• �Single-handed ignition
• �1 auxiliary burner, 1 large burner, 2 

standard burners 
left front: Ø 7.5 cm, 1.9 kW,  
right front: Ø 5.1 cm, 1 kW,  
left behind: Ø 7.5 cm, 1.9 kW,  
right behind: Ø 10.1 cm, 3 kW

• �Can be used with LPG gas by using 
optional replacement jets

• �Flame failure device fitted

Dimensions (W×H×D):  
58 × 10.7 × 51 cm
Niche dimensions (WxHxD):  
56 × 4.7 × 49 cm

• �Stainless steel
• �Single-handed ignition
• �Safety device
• �1 auxiliary burner, 1 large burner 

front: Ø 7.7 cm, 1 kW,  
behind: Ø 12.9 cm, 3 kW

• �Can be used with LPG gas by using 
optional replacement jets

• �Flame failure device fitted

Dimensions (W×H×D):  
28.8 × 4.5 × 51 cm
Niche dimensions (WxHxD):  
26.8 × 7 × 49 cm

EAN code: 3838942223211

GM 320 E come with a European plug 
as standard

G 6N4 AW	 	
Gas hob

GM 320 E	 	
Gas domino hob

FLAME 
FAILURE

FLAME 
FAILURE



HODSHODS

POWERFUL AND STYLISH
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Easy-to-clean filters 
Metal filters in the Gorenje hoods, which are designed to 
remove fat particles, can be easily removed and cleaned. 
You can wash them by hand or in a dishwasher using a 
‘gentle wash’ programme. However, acrylic or paper filters 
used for the same purpose can be simply replaced with 
new ones.

Extraction vs. re-circulation
Dependant upon your requirements you can choose between extraction and re-circulating hoods. Extraction hoods draw in 
cooking fumes and trap vapours through in a filter while expelling odours to the outside through a ventilation duct. 
Recirculating hoods draw in steam and odour saturated air through a filter, then returns the treated air into the kitchen. For 
superior performance, a carbon filter (available separately) can also be installed.



HODS

IDKG 9545 X	 	
Ceiling mounted island cooker hood

Stainless steel

Design 
• Glass
• �Electronic control
• �Timer function
• Operation indicator

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 747 m3/h
• �Maximum extraction rate by recirculation operation: 610 m3/h
• �3 venting speeds

• �Halogen lightning: 4 × 20 W
• �Aluminium grease filter
• �Noise level (max.): 58 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 27 cm
• �Charcoal filter (optional accessory) 180178
• �Supply power: 230 W

Dimensions: Width x depth: 90 × 60 cm
Hood height without chimney: 5.4 cm
Height of the chimney (min/max): 63 / 94.5 cm

EAN code 3838942525889 
IDKG 9545 X
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DT 9545 AX 	 	
Wall mounted cooker hood

IDR 4545 X	 	
Ceiling mounted cooker hood

Stainless steel

Design
• �Electronic control
• �Timer function
• �Operation indicator

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 807 m3/h
• �Maximum extraction rate by recirculation operation: 687 m3/h
• �3 venting speeds

• �Halogen lightning: 2 × 20 W
• �Aluminium grease filter
• �Noise level (max.): 57 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 27 cm
• �Charcoal filter (optional accessory) 182183
• �Supply power: 190 W

• �Rounded metal side strips

Dimensions: Width x depth: 90 × 50 cm
Hood height without chimney: 6 cm
Height of the chimney (min/max): 78 / 94 cm

EAN code: 3838942525872

Stainless steel

Design 	
• �Electronic control
• �Timer function
• �Operation indicator

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 670 m3/h
• �Maximum extraction rate by recirculation operation: 420 m3/h
• �3 venting speeds

• �Halogen lightning: 4 × 20 W
• �Aluminium grease filter
• �Noise level (max.): 59 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 70 cm
• �Charcoal filter (optional accessory) 180178
• �Supply power: 230 W

Dimensions: Width x depth: 39 × 39 cm
Hood height without chimney: 90 cm
Height of the chimney (min/max): 70 / 89 cm

EAN code: 3838942548437

Please note that sufficient clearane over a hob must be allowed for

DT 9545 AX

IDR 4545 X



HODS

DVG 6545 AX 	 	
Wall mounted cooker hood

Glass

Design 
• �Electronic control
• �Timer function
• �Operation indicator

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 805 m3/h
• �Maximum extraction rate by recirculation operation: 646 m3/h
• �3 venting speeds

• �Halogen lightning: 2 × 20 W
• �Aluminium grease filter
• �Noise level (max.): 58 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 44.4 cm
• �Charcoal filter (optional accessory) 180177 
• �Supply power: 190 W

• Rounded metal side strips

Dimensions: Width x depth: 60 × 46.5 cm
Hood height without chimney: 46 cm
Height of the chimney (min/max): 46.5 / 89 cm

EAN code: 3838942525865
DVG 6545 AX 

DVG 8545 AX

DVG 8545 AX 	 	
Wall mounted cooker hood

Glass

Design
• �Electronic control
• �Timer function
• �Operation indicator

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 811 m3/h
• �Maximum extraction rate by recirculation operation: 649 m3/h
• �3 venting speeds

• �Halogen lightning: 2 × 18 W
• �Aluminium grease filter
• �Noise level (max.): 58 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 44.4 cm
• �Charcoal filter (optional accessory) 180177
• �Supply power: 187 W

• �Rounded metal side strips

Dimensions: Width x depth: 80 × 46.5 cm
Hood height without chimney: 46 cm
Height of the chimney (min/max): 46.5 / 89 cm

EAN code: 3838942525858
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DKG 9335 E	 	
Wall mounted cooker hood

Glass

Design
• �Mechanic control
• �Operation indicator

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 452 m3/h
• �Maximum extraction rate by recirculation operation: 407 m3/h
• �3 venting speeds

• �Halogen lightning: 2 × 20 W
• �Aluminium grease filter
• �Noise level (max.): 57 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 49.5 cm
• �Charcoal filter (optional accessory) 182192
• �Supply power: 270 W

Dimensions: Width x depth: 90 × 49 cm
Hood height without chimney: 6 cm
Height of the chimney (min/max): 59 / 105.5 cm

EAN code: 3838942407000
DKG 9335 E



HODS

DK 9335 E	 	
Wall mounted cooker hood

DK 6315 X	 	
Wall mounted cooker hood

Stainless steel

Design
• �Mechanic control

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 358 m3/h
• �Maximum extraction rate by recirculation operation: 316 m3/h
• �3 venting speeds

• �Regular illumination: 2 × 40 W
• �Aluminium grease filter
• �Noise level (max.): 61 dB(A)
• �1 motor
• �Distance from the bottom edge up to the top of the turbine: 20.5 cm
• �Charcoal filter (optional accessory) 180180
• �Supply power: 230 W

Dimensions: Width x depth: 90 × 48.5 cm
Hood height without chimney: 19 cm
Height of the chimney (min/max): 37 / 71.5 cm

EAN code: 3838942407017 

Stainless steel

Design
• �Mechanic control

• �Venting with air extraction or recirculation
• �Venting tube diameter: 15 cm
• �Maximum extraction rate by extraction operation: 375 m3/h
• �Maximum extraction rate by recirculation operation: 250 m3/h
• �3 venting speeds

• �Regular illumination: 2 × 40 W max
• �Aluminium grease filter
• �1 motor
• �Dimensions of the product (width x depth): 59,8 × 45 cm
• �Coal filter: 273829
• �Odour filter: Odour filter (optional accessory)
• �Supply power: 200 W max

Dimensions: Dimensions of the product (width x depth): 59,8 × 45 cm 
Hood height without chimney: 19,7 cm 
Height of the chimney (min/max): 73,9 / 106,1 cm 

EAN code: 3838942653766

DK 9335 E

DK 6315 X
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DF 6115 E	 	
Built-in telescopic cooker hood

Stainless steel/grey

Design
• �Mechanic control

• �Venting with air extraction or recirculation
• �Venting tube diameter: 12 cm
• �Maximum extraction rate by extraction operation: 260 m3/h
• �Maximum extraction rate by recirculation operation: 180 m3/h
• �3 venting speeds

• �Regular illumination: 2 × 40 W
• �Aluminium grease filter
• �Noise level (max.): 58 dB(A)
• �1 motor
• �Charcoal filter (optional accessory) 646780
• �Supply power: 200 W

• �Flat metal side strips

Dimensions (W×H×D): 59.8 × 17.3 × 29.5 cm

EAN code 3838942455612 DF 6115 E



Symbol Description Symbol Description

Cooking

Double oven illumination - Openview Grill&Microwave

Lower and upper heater Fan oven

Variabile grill Microwave&fan

Large infra grill Defrosting

Large infra grill and fan Auto defrosting

Lower heater with circular heater and fan Steam cooking

Circular heater Cooking with steam and hot air

Defrosting Gas thermostat

Lower heater and fan Gas infrared burner

WarmPlate, for professional service Hot-air cooking

FastPreheat, 200°C in 6 minutes Hot-air and steam combination

StayWarm, keeping dishes warm SlowCooking - cooking at low temperatures

Symbol description
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Integrated washing machine & washer dryer

Model WI 63113 WDI 63113

Free parts and labour guarantee 2 years 2 years
On page 43 43
Product group washer washer-dryer
Installation type fully integrated fully integrated
Dimensions and weight
Height cm 82 82
Width cm 59 59
Depth cm 54 54
Cover door dimensions (W x H) cm 59.6 / 71.5 59.6 / 71.5
Net weight kg 73 73
Washing programmes (number)
Cotton • •
Synthetics • •
Delicate and silk • •
Wool • •
Cold wash • •
Quick wash • •
Pre-wash • •
Additional functions
Start delay • •
Spin speed reduction • •
Skip spin • •
Rinse hold • •
Reverse drum agitation • •
Equipment
Door hinge left left
Progress indicator LCD screen LCD screen
Drying settings - mechanical
Shower system - -
Cold fill only • •
Self cleaning filter • •
Tub material carbotech carbotech
Safety systems
Overflow protection - -
Stability control (SCS) • •
Self adjustment water level • •
Foam control • •
Technical characteristics
Maximum load washing / drying 6 6/3
Maximum spin speed 1100 1100
Energy consumption (programme 60°C) kWh 1.02 wash only 1.14/washing&drying 4.85
Water consumption l 49 49
Program duration min 130 91
Energy class A B
Washing performance class A A
Spinning performance class C C 
Drying performance class - C
Voltage / Frequency V/Hz 220-240/50 220-240/50
Rated power kWh 2.3 2.3
Fuse A 10 10
Water connection G 3/4" • •



Dishwasher FS fridges & freezers

Model GV62224 GV 62110 GV51010 GIC 63140 AX

Free parts & labur guarantee 2 years 2 years 2 years 2 years

On page 46 46 47 47

Dimensions

Height cm 81.8 82 81.8 45

Width cm 60 59.5 44.5 59.8

Depth cm 54.5 54 57 54.8

Weight (net) kg 40 40 38 41

Usage Characteristics

Capacity (number of place settings) no 12 12 8 6

Wash performance class A A A A

Drying performance class A B B A

3 in 1 tablets • •

Equipment

Stainless steel interior • • • •

Wash programmes no 5 5 7 5

Wash temperatures °C 55, 65, 70 70, 65, 55, 40 45, 50, 60, 65 70,65,50,40

Rinse aid refill indicator • • • •

Mechanical/electronic  / •  / •  / •  / •

Salt fill adjustment • • • •

Activity indicator • • • •

Basket colour grey grey grey grey

Height adjustable upper basket • • • one fixed 
basket only

Foldable bottom plate racks • •

Spray arms no 2 2 2 1

Hidden heat element • • • •

Drying system residual heat residual heat residual heat residual heat

Energy A A A A

Water access

Noise level dB(A)re 
1pW 49 53 51 49

Aquastop total partial total partial

Temperature for water intake °C 60 60 60 60

Length inlet hose cm 170 150 150 150

Length outlet hose cm 150 150 150 150

Consumption (by IEC - Norm EN 50242)

Water consumption l 12 16 13 8

Energy consumption kWh 1.05 1.05 0.74 0.68

Energy supply

Fuse amperage A 10 10 10 10

Connected load kw 2.25 1.76 1.76 1.58

Voltage/frequency V/Hz 230/50 220/50 230/50 230/50

Model NRK ORA W/E NRK 68 SYB

Free parts and labour guarantee 5 years 5 years
On page 8 28
Freestanding • •
Number of doors 2 2
Door opening R R
Star rating **** ****
Climate class SN, N, ST, T N, ST
Dimensions and weight
Height cm 179.1 180
Width cm 54 60
Depth cm 63.5 64
Weight (net) kg 75 69.1
Features
Total gross capacity l 286 328
Total net capacity l 268 305
Fridge gross capacity l 205 231
Freezer gross capacity l 81 97
Freezer capacity in 24 hours kg 9 4
Max.storage time h 15 18
Fridge defrosting
Manual
Automatic • •
Freezer defrosting
Manual
Automatic frost free frost free
Fridge door
Dairy compartment 1 1
Egg rack 1/6 1/12
General storage shelves 3 4
Bottle shelves 1
Fridge
Wire shelves
Glass shelves 3 4
Vegetable drawers 2 2
Bottle rack 1 1
Freezer
Controlling: mechanical/electronic mechanical electronic
Sound alert
Fast freeze switch: yellow light • •
Switch - operating: green light
Warning indicator: red light
Storage temperature indicator
Freezing compartment 1 1
Storage compartment 2 2
Ice tray 1
Energy supply
Voltage/frequency V/Hz 230/50 220-230/50
Rated power W 100 100
Consumption
in 24 hours for each 100 I net kWh 0.75 0.25
in 365 days kWh 274 292
Energy class A+ A+
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Retro

Model
RK60359 OR/

OBK/OCH/OCO/
OC/OC-L

RF60309 OR/
OBK/OCH/OCO/

OC-L

RB6288 OGR/
OP/OO/OR/OBK/

OC-L
Free parts and labour guarantee 5 years 5 years 5 years
On page 34/35 36/37 38/39
Freestanding • • •
Number of doors 2 2 1
Door opening R / L (OC only) R / L (OC only) R / L (OC only)
Star rating **** **** ****
Climate class N, SN, ST, T N, SN, ST, T N, SN, ST
Dimensions and weight
Height cm 188.7 173.7 146.5
Width cm 60 60 60
Depth cm 64 64 63.5
Weight (net) kg 77 69 58
Features
Total gross capacity l 342 296 271
Total net capacity l 321 294 268
Fridge gross capacity l 231 231 250
Freezer gross capacity l 111 65 21
Freezer capacity in 24 hours kg 4.5 4.5 2
Max.storage time h 18 22 12
Fridge defrosting
Manual
Automatic • • •
Freezer defrosting
Manual • • •
Automatic
Fridge door
Dairy compartment • • •
Egg rack 1/12 1/12 2/8
General storage shelves 2 4 6
Bottle shelves • • •
Fridge
Wire shelves
Glass shelves 4 3 5
Vegetable drawer 1 1 1
Bottle rack • • •
Freezer
Controlling: mechanical/electronic electrical mechanical mechanical
Sound alert •
Fast freeze switch: yellow light • • •
Switch - operating: green light
Warning indicator: red light •
Storage temperature indicator •
Freezing compartment 3 1 1
Storage compartment 2
Ice tray 1 1
Energy supply
Voltage / Frequency V/Hz 230/50 230/50 230/50
Rated power W 120 100 90
Consumption
in 24 hours for each 100 I net kWh 0.57 0.5 0.62
in 365 days kWh 209 183 247
Energy class A++ A++ A+

BI fridges & freezers

Model NRKI-ORA NRKI 41278 RKI 4266W RKI 4256 W

Free parts and labour guarantee 5 years 5 years 5 years 5 years
On page 9 51 52 53
Built-in • • • •
Number of doors 2 2 2 2
Door opening R R/L R/L R/L
Star rating **** **** **** ****
Climate class SN, N, ST, T N, SN, ST SN SN
Dimensions and weight
Height cm 177.5 177.5 177.5 177.5
Width cm 55.5 54 54 54
Depth (incl. wall spacing) cm 54.5 54.5 54.5 54.5
Weight (net) kg 67 69 58 62
Features
Total gross capacity l 284 267 258 254
Total net capacity l 266 250 245 239
Fridge capacity l 203 163 177 142
Freezer capacity l 81 104 81 112
Freezer capacity in 24 hours kg 9 3 9 4.5
Max.storage time h 16 12 14 15
Fridge defrosting
Automatic • • • •
Freezer defrosting
Manual • • •
Automatic frost free frost free
Fridge door
Dairy compartment 1 1 2 2
Egg rack 1/6 1/12 2 1
General storage shelves 3 2 2 2
Bottle shelves 1 1 1 1
Fridge
Wire shelves
Glass shelves 4 3 4 3
Vegetable drawers 2 2 2 2
Bottle rack 1 1
Freezer
Controlling: mechanical/electronic mechanical electronic mechanical mechanical
Sound alert
Fast freeze switch: yellow light • • •
Switch - operating: green light
Warning indicator: red light
Storage temperature indicator
Freezing compartment 1 1 1 1
Storage compartment 2 3 2 3
Energy supply
Voltage/frequency V/Hz 230/50 230/50 230/50 230/50
Rated power W 100 110 90 110
Consumption
in 24 hours for each 100 I net kWh 0.75 0.80 0.83 0.86
in 365 days kWh 274 282 303 314
Energy class A+ A+ A A



BI fridges & freezers

Model RI 41325 RI 4225 W RI 4158 W RBI 4215 W FI 4112 W RBIU 6134 W RIU 6154 W FIU 6104 W

Free parts and labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years
On page 53 54 54 55 55 56 56 57
Built-in • • • • • • • •
Number of doors 1 1 1 1 1 1 1 1
Door opening R/L R/L R/L R/L R/L R/L R/L R/L
Star rating **** **** **** ****
Climate class N, SN, ST SN N, ST SN N, ST N SN, N, ST SN
Dimensions and weight
Height cm 177.5 122.5 87.5 122.5 87.5 82 82 82
Width cm 54 54 54 54 54 59.6 59.6 59.6
Depth (incl. wall spacing) cm 54.5 54.5 54.5 54.5 54.5 54.5 54.4 54.5
Weight (net) kg 53 41 32 44 37 40 37 33
Features
Total gross capacity l 327 214 146 205 103 130 144 96
Total net capacity l 326 213 145 202 86 126 143 86
Fridge capacity l 326 214 146 188 105 143
Freezer capacity l 17 86 21 86
Freezer capacity in 24 hours kg 2 11 2 8
Max.storage time h 12 15 12 17
Fridge defrosting
Automatic • • • • • •
Freezer defrosting
Manual • • • •
Automatic
Fridge door
Dairy compartment 1 1 1 1 1 1
Egg rack 1 2 2 2 1 1
General storage shelves 5 3 2 3 1 1
Bottle shelves 1 1 1 1 1 1
Fridge
Wire shelves
Glass shelves 6 4 3 3 2 2 3
Vegetable drawers 2 1 1 1 1 1
Bottle rack
Freezer
Controlling: mechanical/electronic mechanical mechanical mechanical mechanical mechanical mechanical mechanical mechanical
Sound alert • • •
Fast freeze switch: yellow light
Switch - operating: green light
Warning indicator: red light • •
Storage temperature indicator
Freezing compartment 1 1 1 1
Storage compartment 3 2
Energy supply
Voltage/frequency V/Hz 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50
Rated power W 90 65 50 90 80 80 70 90
Consumption
in 24 hours for each 100 I net kWh 0.48 0.44 0.33 0.71 0.51 0.57 0.38 0.56
in 365 days kWh 175 161 120 259 186 208 139 204
Energy class A A A+ A A+ A A A

Model XWC 660

Free parts and labour guarantee 5 years

On page 41

Number of doors 1

Door opening R/L

Adjustable feet •

Dimensions and weight

Height cm 87

Width cm 60

Depth cm 58.5

Weight (net) kg 70

Features

Total gross capacity l 158

Total net capacity l 156

Freezing capacity in 24 hours kg/24 h 0.54

Per bottles No. 52

Per cans No.

Fridge defrosting

Manual

Automatic •

Fridge

Fan - assisted cooling in fridge

Interior light No. 1

Glass shelves No.

Short sliding racks No. 2

Big sliding racks No. 5

Consumption

In kWh/24 hours kWh 0.54

In kWh/365 days kWh 197

Wine Store
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Model BD 2135 AX BDU 2135 AX BD 2116 AX BDU 2116 AX

Free parts and labour guarantee 5 years 5 years 5 years 5 years

On page 61 61 62 62

Dimensions

Height cm 88.5 71.5 88.8 71.8

Width cm 59.6 59.5 59.4 59.4

Depth cm 54.5 54.5 54 54

Equipment

Electronic timer • • • •

Oven volume l 54 46 58 41.6

Shelf guides wire wire wire wire

Door type ultra cool door ultra cool door cool door cool door

Energy efficiency class

Fan assisted heating system consumption kWh 0.94 0.79 1,16 1.04

Conventional heating system consumption kWh 0.59 0.59 0.94 0.99

Energy efficiency class A/A A/A B/A B/A

Rated power W 4920 4120 4160 3850

Voltage / Frequency V/Hz 230/50 230/50 230/50 230/50

Model BM5240 AX BOC 5322 AX BOC 6322 AX BWD 1102 AX DFM 46 PAX

Free parts and labour guarantee 2 years 2 years 2 years 2 years

On page 67 67 68 69 69

Dimensions & weight

Height cm 39 45.5 46 14 45.8

Width cm 59.5 59.5 59.7 59.5 59.5

Depth (incl.wall spacing) cm 36 54.2 56.8 54.5 6

Weight (net) kg 14.1 35 34.7 18 5

Defrost • •

Oven capacity l 23 32 27

Fascia glass/s.steel glass/s.steel glass/s.steel glass/s.steel glass/s.steel

Control touch touch touch manual

Display • • •

Trim kit •

Energy supply

Voltage / Frequency V/Hz 230/50 230/50 230/50 230/50

Max MW power W 900 1000

Grill power W 1000 1500

Connected load kW 1.4 3.4 2.2 0.4

Built-In double ovens

Micro & combined oven



Built-In ovens

Model BO 87 ORA X / 
BO 87 ORA W

BO 71 ORA X / 
BO 71 ORA W BOP 88 ORAX BO 87 KR BO 75 SYB BOP 8858 AX BO 8776 AX BO 7476 AX/AB BO 7376 AX BO 4375 AW/AX

Free parts and labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years

On page 10 11 12 20 25 63 63 64 65 65/66

Dimension and weight

Height cm 59.5 59.4 59.5 59.5 59.5 59.5 59.5 59.5 59.5 59.5

Width cm 59.7 59.7 59.7 59.7 59.7 59.7 59.7 59.7 59.7 59.7

Depth cm 56.5 56.5 56.5 58.9 56.5 56.5 56.5 56.5 56.5 56.5

Weight (net) kg 35 33 40.2 39 30.5 40.2 38 39 35 40

Oven

Size large large medium large large medium large large large large

Volume 65 65 60 65 65 60 65 65 65 65

Oven illumination • • • • • • • • • •

Conventional heating • • • • • • • • •

Grill • • • • • • • • • •

Grill and fan • • • • • • • • • •

Fan heating • • • • • • • • • •

Lower heater and circular heater and fan • • • • • • • • •

Circular heater and fan • • • • • • • • • •

Defrost • • • • • • • • • •

Lower heater and fan • • • • • • • • •

Aqua clean programme • • • • • • • •

Upper heater • • • • • • • • •

Variable grill • • • • • • • • • •

Equipment

Glass door • • • • x • • • •

Timer clock
DirecTOUCH - 

electronic control 
module

Electronic 
pyrolitic 

multifunction 
oven with pre-
set menus and 

fast pre-heating

DirecTOUCH - 
electronic control 

module

Electronic 
pyrolitic 

multifunction 
oven with pre-set 
menus and fast 

pre-heating

DirecTOUCH - 
electronic control 

module

touch control 
electronic 

programming 
timer + temp. 

display

touch control 
electronic 

programming 
timer

touch control 
electronic 

programming 
timer

Oven shelf • • • • • • • • • •

Deep enamelled pan • • • • • • • • • •

Shallow enamelled pan • • • • • • • • • •

Pan handle • • • • • • • • • •

Grease filter • • • • • • • • • •

Cooling fan • • • • • • • • • •

Oven door switch • • • • • • • • • •

Fascia

Shelf guides Telescopic oven 
guides wire wire Telescopic oven 

guides
Telescopic oven 

guides wire Telescopic oven 
guides

Telescopic oven 
guides wire wire

Door type ultra cool door cool door ultrasafe door cool door, triple 
glass drop down

cool door, triple 
glass drop down ultrasafe door ultra cool door ultra cool door cool cool door

Energy efficiency class A-20% A-20% A A-20% A-20% A A-20% A-20% A-20% A-20%

Energy consumption conventional kWh 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87 0.87

Energy consumption forced air convection kWh 0.79 0.79 0.79 0.79 0.79 0.79 0.79 0.79 0.79 0.79

Connected load kW 3.3 3.3 3.3 3.3 3.3 3.3 3.3 3.3 3.3 2.7

Voltage / frequency V/Hz 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50
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Built-In Hobs

Model
ECT 610 ORA 
W/ECT 610 

ORA

ECT 680 ORA 
W / ECT 680 

ORA

IT 640 ORA W/ 
IT640 ORA GHS 64 ORA-W IT 641 KR GC 650 KR IT 6 SYB ECT 6 SYB G 6 SYB IT 951 AC IT 741 AC

Free parts & labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years

On page 13 13/14 14 15 21 21 26 26 26 73 73

Hob type hi-light hi-light induction gas on 
tempered glass induction gas on 

tempered glass induction hi-light gas induction induction

Touch control • • • knobs • knobs • • knobs • •

Dimensions

height cm 5.4 5.4 4.9 10.5 4.7 10.5 5.6 5.4 10.7 4.8 4.6

width cm 60 60 60 60 60 60 60 60 58 90 77

depth cm 51 51 51 51 51,4 51,4 51 51 51 52 52

Equipment (diameter/power)

cooking areas, left, front mm/kW 210/2.3 210x175/2.3 145/1.4 90/3 210/2.3 131/3.8 200/2.3 210/12 -2.2 69/1.9 180/1.85 210/2.3x3.7

cooking areas, right, front mm/kW 145/1.2 145/1.2 180/1.85 50/1 180/1.85 50/1 160/1.4 145/1.2 46/1 180/1.85 180/1.85x3

cooking areas, left, rear mm/kW 145/1.2 145/1.2 210/2.3 60/1.75 145/1.4 60/1.75 160/1.4 145/1.2 69/1.9 180/1.85 145/1.4x2.2

cooking areas, right, rear mm/kW 180/1.8 265x170/2.4 180/1.85 60/1.75 180/1.85 60/1.75 200/2.3 180/12 - 1.7 132/3.5 180/1.85 180/185x3

cooking areas, central mm/kW 260/2.6

residual heat indicator • • • • • • • •

Energy supply

Connected load kWh 6.5 7.1 7.4 7.5 7.4 8.3 7.4 6.3 8.3 11.1 7.4

Voltage / Frequency 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50

Model IT 641 AC IT 614 ASC IT 1141 AC IT 320 AC ECT 780 ASC ECT 640 ASC EC 630 ASC EC 310 AC E 6N1 AW E 6N1 AX EM 300 E

Free parts & labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years 5 years

On page 74 74 75 75 76 76 77 77 78 78 78

Hob type induction induction induction induction hi-light hi-light hi-light hi-light electric electric electric

Touch control • • • • • • knobs knobs knobs knobs knobs

Dimensions

height cm 4.6 5.6 4.3 6.8 5.4 5.4 9.2 8.2 8.8 8.8 4.5

width cm 60 60 111 30 75 60 60 30 58 58 28,8

depth cm 51 51 41 51 51 51 51 51 51 51 51

Equipment (diameter/power)

cooking areas, left, front mm/kW 210/2.3x3.7 210/2.3 210/2.3 160/1.4 210x175/2.3 210x120/2.2 210x120/2.2 145/1.2 145/1.5 145/1.5 145/1

cooking areas, right, front mm/kW 180/1.85x3 180/2.3 210/2.3 145/1.2 145/1.2 145/1.2 145/1.5 145/1.5
cooking areas, left, rear mm/kW 145/1.4x2.2 160/2 180/3 200/2.3 145/1.2 145/1.2 145/1.2 180/1.7 180/2 180/2 180/2

cooking areas, right, rear mm/kW 180/185x3 180/2.3 180/3 265x170/2.4 180x120/1.7 180x120/1.8 180/2 180/2
cooking areas, central mm/kW

residual heat indicator • • • • • • • •
Energy supply

Connected load kWh 7.4 7.2 7.4 3.6 7.1 6.3 6.4 2.9 7 7 3

Voltage / Frequency 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50



Built-In Hobs

Model GT 640 AB GCW 340 AC G 760 AX1 G 6N50 AX G 6N4 AX G 6N4 AW GM 320 E

Free parts & labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years 5 years

On page 79 79 80 80 80 81 81

Hob type gas on 
tempered glass

gas on 
tempered glass gas gas gas gas gas

Touch control knobs knobs knobs knobs knobs knobs knobs

Dimensions

height cm 10.5 11.8 4 10.7 10.7 10.7 4.5

width cm 60 30 68 58 58 58 28.8

depth cm 51 51 50 51 51 51 51

Equipment (diameter/power)

cooking areas, left, front mm/kW 90/3 45/1 69/1.9 69/1.9 69/1.9 77/1

cooking areas, right, front mm/kW 50/1 65/1.4 46/1 46/1 46/1

cooking areas, left, rear mm/kW 60/1.75 65/1.75 69/1.9 69/1.9 69/1.9 129/3

cooking areas, right, rear mm/kW 60/1.75 90/2.8 132/3.5 94/3 94/3

cooking areas, central mm/kW 140/4.5 131/3.1

residual heat indicator

Energy supply

Connected load kWh 7.5 4.5 10.5 8.3 7.8 7.8 4

Voltage / Frequency 230/50 230/50 230/50 230/50 230/50 230/50 230/50

Built-In Hoods

Model DKG 552 
ORAW/S DQGA 65 KR DT 9 SYB IDKG 9545 X IDR 4545 X DT 9545 AX

Free parts & labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years

On page 15 21 27 84 85 85

Hood type Wall mounted Wall mounted Wall mounted Ceiling mounted Ceiling mounted Wall 
freestanding

Touch control • • • • •

Dimensions

Height cm 51 45,8 10 5.4 90 6

Height of chimmney cm 50/85 56.4/107.4 65.8/118.8 63/94.5 70/89 78/94

Width cm 55 59.5 89.8 90 39 90

Depth cm 38 38.2 45.4 60 39 50

Weight kg 26 15 16.6 24.3 22.1 15.6

Equipment

Motor W 250 220 210 150 150 150

Speeds No. 4 4 3 3 3 3

Air flow m3/h 850 582 355 747 670 807

Lights No. 2xhalogen 2xhalogen 2xhalogen 4xhalogen 4xhalogen 2xhalogen

Filter • • • • • •

Filter Type aluminium aluminium aluminium aluminium aluminium aluminium

Noise Level dB(A)re 1 pw 68 54 62 58 59 57

Energy supply

Connected Load W 320 220 210 230 230 190

Voltage / Frequency V/Hz 220-240/50 50/60 50 220-240/50 220-240/50 220-240/50
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Built-In Hoods

Model DVG 8545 AX DVG 6545 AX DKG 9335 E DK 9335 E DK 6315 X DF 6115 E

Free parts & labour guarantee 5 years 5 years 5 years 5 years 5 years 5 years

On page 86 86 87 88 88 89

Hood type Wall 
freestanding

Wall 
freestanding

Wall 
freestanding

Wall 
freestanding Wall mounted Telescopic

Touch control • • Button Button Knob control Button

Dimensions

Height cm 46 46 19 19 19,7 17.3

Height of chimmney cm 46.5/89 46.5/89 37/71.5 37/71.5 73.9/106.1

Width cm 80 60 90 90 59.8 59.8

Depth cm 46.5 46.5 49 48.5 45 29.5

Weight kg 22.1 13.2 15.9 8.7 5.8 7.4

Equipment

Motor W 150 150 230 150 200 120

Speeds No. 3 3 3 3 3 3

Air flow m3/h 811 805 452 358 372 260

Lights No. 2xhalogen 2xhalogen 2xhalogen 2 2 2

Filter • • • • • •

Filter Type aluminium aluminium aluminium aluminium aluminium aluminium

Noise Level dB(A)re 1 pw 58 58 57 61 59 58

Energy supply

Connected Load W 187 190 230 230 200 200

Voltage / Frequency V/Hz 220-240/50 220-240/50 220-240/50 220-240/50 50/60 220-240/50



Once you have bought a Gorenje 
appliance you can relax knowing 
that in unlikely event of a fault oc-
curring, you can rely on us to look 
after your appliance. If you are ex-
periencing problems and require 
customer support please contact 
our Service Hotline on: 

0845 050 8555
(Republic of Ireland: 01 8835622) 

Please have all your appliance de-
tails and date of purchase ready in 
order for your call to be dealt with 
efficiently.

The Service Hotline is open:
•	� from 8 am to 6 pm Monday to Fri-

day
•	from 9 am to 1 pm on Saturdays

A F T E R  S A L E S  S U P P O R T

Gorenje offer a free 5-year parts 
and labour guarantee on all built-
in ovens, hobs, hoods and built-in 
cooling and selected freestanding 
cooling and washing products.

This guarantee shows our confi-
dence in our technology and excel-
lent product quality. 

All Gorenje appliances not covered 
by a 5 year guarantee, get a fully 
extendable free 2 year parts and la-
bour guarantee.

For more information related to the 
registration of your appliance under 
guarantee, please see our website 
www.gorenje.co.uk and go to “Reg-
istration”.

FREE  5 -Y EA R  PARTS  AND 
L A B O U R  G U A R A N T E E

Quality is our guidance. We assure it.
Over half a century of tradition in household appliance manufacturing, meeting our customers needs 

has already convinced millions worldwide to purchase a Gorenje appliance. We employ the latest 

quality assurance standards such as ISO9001 and 6 Sigma to ensure the highest possible product 

quality. This allows us to offer a market leading free 5 and 2 year parts and labour guarantee.
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GORENJE SERVICE COMMITMENT
At Gorenje, our first priority is to deliver the highest quality of service to our customers. We are committed to making 
your experience the best it can be and we recognize that a reputation for excellence must be earned each and every 
day. As a result, we are committed to the following levels of customer service:

• �We continually train all of our staff and those of our business partners, in order to deliver excellence and professional 
customer service at all times.

• �We operate a UK based contact and support centre which offers national coverage (as well as the Republic of 
Ireland). The Contact Centre is open from 8am to 8pm Mon-Fri & 9am-1pm Saturday.

• �We offer technical advice and support from experienced and knowledgeable staff 

• �We take ownership of any issue you may have and we are committed to giving you regular updates. 

• �We will answer your phone calls and respond to all correspondance promptly and efficiently 

• �If a service call is needed, you will receive contact from one of our specialist engineers within 24 hours of your initial 
call.

• �If required, an engineer will attend within 3 working days (with the exception of some rural areas of the UK that may 
take longer).

• �We will endevour to fix it right first time

• �In the unlikely event that within the guarantee period your appliance is deemed not repairable, it will be replaced on a 
like for like basis.
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Gorenje UK Ltd

Tuition House

27-37 St. George’s Road

London SW19 4EU

tel: 020 8247 39 80

fax: 020 8247 39 99

E-mail: info@gorenjeuk.co.uk

Website: www.gorenje.co.uk

PRODUCTION: Development of new technologies is a thrilling process. Virtually every day, in every moment, a new idea is born somewhere in the world, a new scientific breakthrough is completed, and a new finding is arrived at. However, technology should not and 
cannot be an end-state to itself. Therefore, we are starting at the other end: at your home. You are our inspiration for development of technologically perfected solutions.
Gorenje continuously seeks improvements in specification, design and production of products and thus, alterations take place periodically. Whilst every effort is made to produce upto- date literature, this brochure should not be regarded as an infallible guide to 
current specification, nor does it constitute an offer for the sale of any particular appliance.

Realization: Gorenje, d. d.; Marketing; 01/2011


